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Type
Nominal
capacity

l
Description

Internal
dimensions

(W x D x H) mm

Type of
auxiliary
energy

PK Cat. No.

3/1100 LHM01* 3 Top-opening 120 x 200 x 105 230 V, 50 Hz 1 4.669 202
8.2/1100 LHM01* 8 Top-opening 195 x 310 x 135 230 V, 50 Hz 1 4.669 203
8.2/1100 LSM01* 8 Side-opening 195 x 310 x 135 230 V, 50 Hz 1 4.669 204
8.2/1100 LZM01* 8 Down-opening 195 x 310 x 135 230 V, 50 Hz 1 4.669 205
13/1100 LHM01* 13 Top-opening 220 x 335 x 170 230 V, 50 Hz 1 4.669 206
22/1100 LHM01* 22 Top-opening 280 x 500 x 160 230 V, 50 Hz 1 4.669 207
39/1100 LHM01* 39 Top-opening 320 x 495 x 230 400 V, 50 Hz 1 4.669 208
3/1100 LHM01** 3 Top-opening 120 x 200 x 105 230 V, 50 Hz 1 4.669 220
8.2/1100 LHM01** 8 Top-opening 195 x 310 x 135 230 V, 50 Hz 1 4.669 221
8.2/1100 LSM01** 8 Side-opening 195 x 310 x 135 230 V, 50 Hz 1 4.669 222
8.2/1100 LZM01** 8 Down-opening 195 x 310 x 135 230 V, 50 Hz 1 4.669 223
13/1100 LHM01** 13 Top-opening 220 x 335 x 170 230 V, 50 Hz 1 4.669 224
22/1100 LHM01** 22 Top-opening 280 x 500 x 160 230 V, 50 Hz 1 4.669 225
39/1100 LHM01** 39 Top-opening 320 x 495 x 230 400 V, 50 Hz 1 4.669 226

Muffle Furnaces up 1100 °C

High temperature furnaces with glass fibre insulated chamber. 
Suitable for applications in industry, science and medicine.

Fast Heat Up

Energy Saving

* with Omron E5CC controller
** with Omron E5CC-T controller

Features
•	Ceramic bottom plate
•	Side-opening, down-opening or top-opening 

door, depending on model
•	Controls easily accessible in the socket
•	Fast heating times
•	Furnace housing made of powder-coated 

metal
•	Good temperature stability
•	Energy saving
•	Models with Omron E5CC controller: 

time and temperature can be set
•	Models with Omron E5CC-T controller: 

8 storable programs


